
Snap-fit

John Summerby

Installation Engineer

Fattorini
The Smart DIY badge 

70 x 40mm 

• Print your own logos and names

 - using your own office equipment

• Re-usable

• Robust - high wear resistance

• Additional fittings available - see below

Standard Snap-fit badge
(shown from reverse)

Additional fittings
(self-assembly)

Swivel Clip
Ask for BSCCLIP

Pack of 50

Strap & Clasp
Ask for BSSTRAP

Pack of 50

Necklet Chord
Ask for BSCORD

Pack of 50

Paper Inserts
Ask for CDL70X40

Pack of 105
(5 sheets)

Westbourne Road Works
Urmston
Manchester M41 0TR
0161-748 0441
fax 0161-755 3258

Head office
Regent Street Works
Birmingham B1 3HQ
0121-236 1307
fax 0121-200 1568

150 Minories
London
EC3N 1LS
020-7264 2171
fax 020-7264 2172

Thomas Fattorini Ltd

Paper Inserts (A4 Perf.)

for Inkjet or
Laser printing

Snap!

actual badge size is: 70 x 40mm

GW/SNAP-FITb LFLT 2005

John Summerby

Installation Engineer

• Logo printing service
 available

• Standard fitting
 (showing brooch attachment)

• Available ex-stock

• Boxed in 50s
 (complete with 105 inserts)

www.fattorini.co.uk
sales@fattorini.co.uk

45cm long



Snap-fit

John Summerby

Installation Engineer

Fattorini
Assembly instructions

70 x 40mm 

Snap!

Attaching the  Swivel Clip:

� Push the swivel post through the
 hole from the front of the badge
 until seated.

�  Rotate the swivel post so that slot in
 the side faces across the width the
 of the badge.

� Slide the clip through the slot from
 the reverse of the badge.

��

π π

π

Attaching a Strap or Necklet:

� Push the swivel post through the
 hole from the front of the badge
 until seated.

�  Rotate the swivel post so that slot in
 the side faces across the top
 of the badge.

� Slide the fitting
 adapter through the slot from
 the reverse of the badge.

π Attach either the strap, necklet chain or
       necklet cord as required.

� Fitting adapter.

Strap fitting π Necklet chain Necklet cord fitting

Swivel Post

Clip

Swivel Post

“Britain's most experienced badgemaker”

Strap Chain Cord

Before assembling the Badge, ensure you
attach the appropriate fitting first.
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